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Cat.No. Cat.No. Cat.No. Cat.No.

6013-7
6014-7
6015-7

6023-7
6024-7
6025-7

6013-9
6014-6
6015-6

6023-9
6024-6
6025-6

6013-6
6014-9
6015-9

6023-6
6024-9
6025-9

6013-4
6014-4
6015-4

6023-4
6024-4
6025-4

3
4
5

3
4
5

16
16
16

32
32
32

60132-7
60142-7
60152-7

60232-7
60242-7
60252-7

60132-9
60142-6
60152-6

60232-9
60242-6
60252-6

60132-6
60142-9
60152-9

60232-6
60242-9
60252-9

60132-4
60142-4
60152-4

60232-4
60242-4
60252-4

3
4
5

3
4
5

16
16
16

32
32
32

6113-7
6114-7
6115-7

6123-7
6124-7
6125-7

6113-9
6114-6
6115-6

6123-9
6124-6
6125-6

6113-6
6114-9
6115-9

6123-6
6124-9
6125-9

6113-4
6114-4
6115-4

6123-4
6124-4
6125-4

3
4
5

3
4
5

16
16
16

32
32
32

61132-7
61142-7
61152-7

61232-7
61242-7
61252-7

61132-9
61142-6
61152-6

61232-9
61242-6
61252-6

61132-6
61142-9
61152-9

61232-6
61242-9
61252-9

61132-4
61142-4
61152-4

61232-4
61242-4
61252-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked 
sockets 

230V~
50/60Hz
3p=6h

4p+5p=9h

400V~
50/60Hz
3p=9h

4p+5p=6h

500V~
50/60Hz

7h

110V~
50/60Hz

4h

Compact switched interlocked 
socket - panel mounting
- mechanical interlock

IP44

Compact switched interlocked socket -
panel mounting
- mechanical interlock

IP67

Compact switched interlocked socket -
wall mounting
- mechanical interlock

IP44

Compact switched interlocked socket -
wall mounting
- mechanical interlock

IP67

7513-7
7514-7
7515-7

7523-7
7524-7
7525-7

7513-9
7514-6
7515-6

7523-9
7524-6
7525-6

7513-6
7514-9
7515-9

7523-6
7524-9
7525-9

7513-4
7514-4
7515-4

7523-4
7524-4
7525-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked socket - 
wall mounting
- mechanical interlock
- up to 3 x M25 cable entries
- cable entry from top, bottom or rear

IP44

75132-7
75142-7
75152-7

75232-7
75242-7
75252-7

75132-9
75142-6
75152-6

75232-9
75242-6
75252-6

75132-6
75142-9
75152-9

75232-6
75242-9
75252-9

75132-4
75142-4
75152-4

75232-4
75242-4
75252-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked socket - 
wall mounting
- mechanical interlock
- up to 3 x M25 cable entries
- cable entry from top, bottom or rear

IP67

Switched interlocked socket
- mechanical interlock
- cable entry from top, bottom or rear
- with lamellar contact
- 180° rotable housing

IP66/67

Basic unit WxHxD = 260x160x201: 1xM40, 2xø40

63 3 75332-4 75332-6 75332-9 75332-7
63 4 75342-4 75342-9 75342-6 75342-7
63 5 75352-4 75352-9 75352-6 75352-7

HD
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Outlet:

3 Schuko sockets 
16A 250V with 
self-closing lid

Outlet:

1 CEE-socket 16A 5p 400V
2 Schuko sockets 16A
250V with self-closing lid

9430406

9430409

9430429

9430412

9430402

9430452

9430715

9430719

M20 cable gland without cable

1,5m cable H07RN-F 3G1,5
with rubber plug 16A 230V 

1,5m cable H07RN-F 5G1,5
with CEE-plug 16A 5p 400V

1 CEE-plug 16A 5p 400V 

1 CEE-plug 16A 5p 400V 

1 CEE-phase inverter 16A 5p 400V

1,5m cable H07RN-F 5G1,5
with CEE-plug  16A 5p 400V 

1,5m cable H07RN-F 5G1,5
with CEE-phase inverter 16A 5p 400V

}

}

Compact distribution boxes

Series ST. ANTON
- compact design
- material: shock-resistant polyamide
- with shackle
- ready wired for connection
- IP44 splashproof
- for assembly plants, craftsmen, ...

Waterproof cover

Accessories „Power Twist“

23321515200 IP68 M32x1.5  screw fitting - black (cable diameter 18-25 mm)

23401518260 IP68 M40x1.5  screw fitting - black (cable diameter 22-32 mm)

23501518310 IP68 M50x1.5  screw fitting - black (cable diameter 32-38 mm)

23631518350 IP68 M63x1.5  screw fitting - black (cable diameter 34-44 mm)

ts7632g

ts1252g

IP67 waterproof cover
for 63A plugs and appliance plugs

IP67 waterproof cover
for 125A plugs and appliance plugs

Note: For entries without threads, marked by “ø“, the appropriate lock nuts should be used.

264015009 M40 x 1.5 lock nut
Nickel-coated brass

265015009 M50 x 1.5 lock nut
Nickel-coated brass

Special designs - available on request!

Entry:

Entry:

Cat.No.

Cat.No.

Compact distribution boxes - series ST. ANTON 4fNEW!
Entry:

1,5m cable H07RN-F  5G4 with 
CEE-plug 32A 5p 6h 400V

1 CEE plug 32A 5p 6h 400V

1,5m cable H07RN-F  5G4 with 
CEE-phase inverter 400V

1 CEE-phase inverter 32A 5p

Outlet:

3 CEE-sockets 32A 5p 6h 400V 9437113

3 CEE-sockets 32A 5p 6h 400V 9437413

3 CEE-sockets 32A 5p 6h 400V 9437114

3 CEE-sockets 32A 5p 6h 400V 9437454
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013-10
014-10
015-10

023-10
024-10
025-10

013-7
014-7
015-7

023-7
024-7
025-7

013-9
014-6
015-6

023-9
024-6
025-6

013-6
014-9
015-9

023-6
024-9
025-9

013-4
014-4
015-4

023-4
024-4
025-4

3
4
5

3
4
5

16
16
16

32
32
32

230V~
50/60Hz
3p=6h

4p+5p=9h

400V~
50/60Hz
3p=9h

4p+5p=6h

500V~
50/60Hz

7h

>50-
500V~
100-300Hz

10h

110V~
50/60Hz

4h

A
m

pe
re

P
ol

es

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.

2

Plug
IP44
„Twist“

3
4
5

3
4
5

16
16
16

32
32
32

Plug
- screwless connection technology

IP44

„Turbo Twist“

0132-10
0142-10
0152-10

0232-10
0242-10
0252-10

0132-7
0142-7
0152-7

0232-7
0242-7
0252-7

0132-9
0142-6
0152-6

0232-9
0242-6
0252-6

0132-6
0142-9
0152-9

0232-6
0242-9
0252-9

0132-4
0142-4
0152-4

0232-4
0242-4
0252-4

3
4
5

3
4
5

16
16
16

32
32
32

Plug
IP67
„Twist“

3
4
5

3
4
5

16
16
16

32
32
32

Plug
- screwless connection technology

IP67

„Turbo Twist“

033-10
034-10
035-10

043-10
044-10
045-10

033-7
034-7
035-7

043-7
044-7
045-7

033-9
034-6
035-6

043-9
044-6
045-6

033-6
034-9
035-9

043-6
044-9
045-9

033-4
034-4
035-4

043-4
044-4
045-4

3
4
5

3
4
5

63
63
63

125
125
125

Plug 
- nickel-plated contacts
- with pilot contact
- with Twist cable-gland 

IP66/67

„Power Twist“

8015-65

3
4

16

16
16

Angled plug
- cable entry - lateral
IP44

Angled plug
- with Twist cable-gland
- screwless connection technology
IP44 (IP67 on request)

513-10
514-10
515-10

523-10
524-10
525-10

513-7
514-7
515-7

523-7
524-7
525-7

513-9
514-6
515-6

523-9
524-6
525-6

513-6
514-9
515-9

523-6
524-9
525-9

513-4
514-4
515-4

523-4
524-4
525-4

3
4
5

3
4
5

16
16
16

32
32
32

Wall mounted plug
- top and rear entry
- M25

IP44

NEW

NEW

NEW„Turbo Twist“

013-10TT
014-10TT
015-10TT

023-10TT
024-10TT
025-10TT

013-7TT
014-7TT
015-7TT

023-7TT
024-7TT
025-7TT

013-9TT
014-6TT
015-6TT

023-9TT
024-6TT
025-6TT

013-6TT
014-9TT
015-9TT

023-6TT
024-9TT
025-9TT

013-4TT
014-4TT
015-4TT

023-4TT
024-4TT
025-4TT

0132-9TT
0142-6TT
0152-6TT

0232-9TT
0242-6TT
0252-6TT

0132-6TT
0142-9TT
0152-9TT

0232-6TT
0242-9TT
0252-9TT

0132-4TT
0142-4TT
0152-4TT

0232-4TT
0242-4TT
0252-4TT

0132-7TT
0142-7TT
0152-7TT

0232-7TT
0242-7TT
0252-7TT

0132-10TT
0142-10TT
0152-10TT

0232-10TT
0242-10TT
0252-10TT

8013-4TT
8014-4TT

8013-6TT
8014-9TT

8013-9TT
8014-6TT

8013-7TT
8014-7TT

8013-10TT
8014-10TT

short cable entry
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Cat.No. Cat.No. Cat.No. Cat.No.

6013-7
6014-7
6015-7

6023-7
6024-7
6025-7

6013-9
6014-6
6015-6

6023-9
6024-6
6025-6

6013-6
6014-9
6015-9

6023-6
6024-9
6025-9

6013-4
6014-4
6015-4

6023-4
6024-4
6025-4

3
4
5

3
4
5

16
16
16

32
32
32

60132-7
60142-7
60152-7

60232-7
60242-7
60252-7

60132-9
60142-6
60152-6

60232-9
60242-6
60252-6

60132-6
60142-9
60152-9

60232-6
60242-9
60252-9

60132-4
60142-4
60152-4

60232-4
60242-4
60252-4

3
4
5

3
4
5

16
16
16

32
32
32

6113-7
6114-7
6115-7

6123-7
6124-7
6125-7

6113-9
6114-6
6115-6

6123-9
6124-6
6125-6

6113-6
6114-9
6115-9

6123-6
6124-9
6125-9

6113-4
6114-4
6115-4

6123-4
6124-4
6125-4

3
4
5

3
4
5

16
16
16

32
32
32

61132-7
61142-7
61152-7

61232-7
61242-7
61252-7

61132-9
61142-6
61152-6

61232-9
61242-6
61252-6

61132-6
61142-9
61152-9

61232-6
61242-9
61252-9

61132-4
61142-4
61152-4

61232-4
61242-4
61252-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked 
sockets 

230V~
50/60Hz
3p=6h

4p+5p=9h

400V~
50/60Hz
3p=9h

4p+5p=6h

500V~
50/60Hz

7h

110V~
50/60Hz

4h

Compact switched interlocked 
socket - panel mounting
- mechanical interlock

IP44

Compact switched interlocked socket -
panel mounting
- mechanical interlock

IP67

Compact switched interlocked socket -
wall mounting
- mechanical interlock

IP44

Compact switched interlocked socket -
wall mounting
- mechanical interlock

IP67

7513-7
7514-7
7515-7

7523-7
7524-7
7525-7

7513-9
7514-6
7515-6

7523-9
7524-6
7525-6

7513-6
7514-9
7515-9

7523-6
7524-9
7525-9

7513-4
7514-4
7515-4

7523-4
7524-4
7525-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked socket - 
wall mounting
- mechanical interlock
- up to 3 x M25 cable entries
- cable entry from top, bottom or rear

IP44

75132-7
75142-7
75152-7

75232-7
75242-7
75252-7

75132-9
75142-6
75152-6

75232-9
75242-6
75252-6

75132-6
75142-9
75152-9

75232-6
75242-9
75252-9

75132-4
75142-4
75152-4

75232-4
75242-4
75252-4

3
4
5

3
4
5

16
16
16

32
32
32

Switched interlocked socket - 
wall mounting
- mechanical interlock
- up to 3 x M25 cable entries
- cable entry from top, bottom or rear

IP67

Switched interlocked socket
- mechanical interlock
- cable entry from top, bottom or rear
- with lamellar contact
- 180° rotable housing

IP66/67

Basic unit WxHxD = 260x160x201: 1xM40, 2xø40

63 3 75332-4 75332-6 75332-9 75332-7
63 4 75342-4 75342-9 75342-6 75342-7
63 5 75352-4 75352-9 75352-6 75352-7

HD
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Outlet:

3 Schuko sockets 
16A 250V with 
self-closing lid

Outlet:

1 CEE-socket 16A 5p 400V
2 Schuko sockets 16A
250V with self-closing lid

9430406

9430409

9430429

9430412

9430402

9430452

9430715

9430719

M20 cable gland without cable

1,5m cable H07RN-F 3G1,5
with rubber plug 16A 230V 

1,5m cable H07RN-F 5G1,5
with CEE-plug 16A 5p 400V

1 CEE-plug 16A 5p 400V 

1 CEE-plug 16A 5p 400V 

1 CEE-phase inverter 16A 5p 400V

1,5m cable H07RN-F 5G1,5
with CEE-plug  16A 5p 400V 

1,5m cable H07RN-F 5G1,5
with CEE-phase inverter 16A 5p 400V

}

}

Compact distribution boxes

Series ST. ANTON
- compact design
- material: shock-resistant polyamide
- with shackle
- ready wired for connection
- IP44 splashproof
- for assembly plants, craftsmen, ...

Waterproof cover

Accessories „Power Twist“

23321515200 IP68 M32x1.5  screw fitting - black (cable diameter 18-25 mm)

23401518260 IP68 M40x1.5  screw fitting - black (cable diameter 22-32 mm)

23501518310 IP68 M50x1.5  screw fitting - black (cable diameter 32-38 mm)

23631518350 IP68 M63x1.5  screw fitting - black (cable diameter 34-44 mm)

ts7632g

ts1252g

IP67 waterproof cover
for 63A plugs and appliance plugs

IP67 waterproof cover
for 125A plugs and appliance plugs

Note: For entries without threads, marked by “ø“, the appropriate lock nuts should be used.

264015009 M40 x 1.5 lock nut
Nickel-coated brass

265015009 M50 x 1.5 lock nut
Nickel-coated brass

Special designs - available on request!

Entry:

Entry:

Cat.No.

Cat.No.

Compact distribution boxes - series ST. ANTON 4fNEW!
Entry:

1,5m cable H07RN-F  5G4 with 
CEE-plug 32A 5p 6h 400V

1 CEE plug 32A 5p 6h 400V

1,5m cable H07RN-F  5G4 with 
CEE-phase inverter 400V

1 CEE-phase inverter 32A 5p

Outlet:

3 CEE-sockets 32A 5p 6h 400V 9437113

3 CEE-sockets 32A 5p 6h 400V 9437413

3 CEE-sockets 32A 5p 6h 400V 9437114

3 CEE-sockets 32A 5p 6h 400V 9437454
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013-10
014-10
015-10

023-10
024-10
025-10

013-7
014-7
015-7

023-7
024-7
025-7

013-9
014-6
015-6

023-9
024-6
025-6

013-6
014-9
015-9

023-6
024-9
025-9

013-4
014-4
015-4

023-4
024-4
025-4

3
4
5

3
4
5

16
16
16

32
32
32

230V~
50/60Hz
3p=6h

4p+5p=9h

400V~
50/60Hz
3p=9h

4p+5p=6h

500V~
50/60Hz

7h

>50-
500V~
100-300Hz

10h

110V~
50/60Hz

4h

A
m

pe
re

P
ol

es

Cat.No. Cat.No. Cat.No. Cat.No. Cat.No.

2

Plug
IP44
„Twist“

3
4
5

3
4
5

16
16
16

32
32
32

Plug
- screwless connection technology

IP44

„Turbo Twist“

0132-10
0142-10
0152-10

0232-10
0242-10
0252-10

0132-7
0142-7
0152-7

0232-7
0242-7
0252-7

0132-9
0142-6
0152-6

0232-9
0242-6
0252-6

0132-6
0142-9
0152-9

0232-6
0242-9
0252-9

0132-4
0142-4
0152-4

0232-4
0242-4
0252-4

3
4
5

3
4
5

16
16
16

32
32
32

Plug
IP67
„Twist“

3
4
5

3
4
5

16
16
16

32
32
32

Plug
- screwless connection technology

IP67

„Turbo Twist“

033-10
034-10
035-10

043-10
044-10
045-10

033-7
034-7
035-7

043-7
044-7
045-7

033-9
034-6
035-6

043-9
044-6
045-6

033-6
034-9
035-9

043-6
044-9
045-9

033-4
034-4
035-4

043-4
044-4
045-4

3
4
5

3
4
5

63
63
63

125
125
125

Plug 
- nickel-plated contacts
- with pilot contact
- with Twist cable-gland 

IP66/67

„Power Twist“

8015-65

3
4

16

16
16

Angled plug
- cable entry - lateral
IP44

Angled plug
- with Twist cable-gland
- screwless connection technology
IP44 (IP67 on request)

513-10
514-10
515-10

523-10
524-10
525-10

513-7
514-7
515-7

523-7
524-7
525-7

513-9
514-6
515-6

523-9
524-6
525-6

513-6
514-9
515-9

523-6
524-9
525-9

513-4
514-4
515-4

523-4
524-4
525-4

3
4
5

3
4
5

16
16
16

32
32
32

Wall mounted plug
- top and rear entry
- M25

IP44

NEW

NEW

NEW„Turbo Twist“

013-10TT
014-10TT
015-10TT

023-10TT
024-10TT
025-10TT

013-7TT
014-7TT
015-7TT

023-7TT
024-7TT
025-7TT

013-9TT
014-6TT
015-6TT

023-9TT
024-6TT
025-6TT

013-6TT
014-9TT
015-9TT

023-6TT
024-9TT
025-9TT

013-4TT
014-4TT
015-4TT

023-4TT
024-4TT
025-4TT

0132-9TT
0142-6TT
0152-6TT

0232-9TT
0242-6TT
0252-6TT

0132-6TT
0142-9TT
0152-9TT

0232-6TT
0242-9TT
0252-9TT

0132-4TT
0142-4TT
0152-4TT

0232-4TT
0242-4TT
0252-4TT

0132-7TT
0142-7TT
0152-7TT

0232-7TT
0242-7TT
0252-7TT

0132-10TT
0142-10TT
0152-10TT

0232-10TT
0242-10TT
0252-10TT

8013-4TT
8014-4TT

8013-6TT
8014-9TT

8013-9TT
8014-6TT

8013-7TT
8014-7TT

8013-10TT
8014-10TT

short cable entry



Plastic distribution boxes

Solid-rubber distribution boxes - mobile

PC Electric is specialized in assembling socket-outlet combinations for
use in industrial plants, exhibition centers, outdoor events, construction
sites, etc. Boxes are made of solid-rubber or high-quality thermopla-
stic material. Apart from the wide range of standard boxes, devlop-
ment of customer-specified solutions is our strength.

- compact design
- material: shock-resistant polycarbonate
- ready wired for connection
- for mounting in workshop halls ...

Series MOLLN

- dimensions: WxHxD = 330x397x165mm
- 16 modules under window
- IP44 splashproof, IP67 on request

Series LECH

- dimensions: WxHxD = 130x230x152mm
- 6 modules under window
- IP44 splashproof, IP67 on request

Series SÖLL

- dimensions: WxHxD = 297x504x186mm
- 2x13 modules under window
- IP44 splashproof, IP67 on request

Series ANIF

- dimensions: WxHxD = 222x320x140mm
- 10 modules under window
- IP44 splashproof, IP67 on request

Series STEYR
- dimensions: WxHxD = 430x72x115mm
- available with and without fuse
- IP44 splashproof

Series TRAUNSEE
- dimensions: WxHxD = 260x165x90mm
- available with and without fuse
- IP44 splashproof

with carrying-handle 
made of high-grade steel with 4 ring-bolts

Series SALZBURG
- solid-rubber enclosure, with protective roof
- dimensions = 298x370 mm
- bottom of box and cover connected with joint
- window for up to 14 modules
- ready wired for connection
- IP44 splashproof (IP67 on request)

- wall mounting
- mobile

Series SPITZ
- dimensions: WxHxD = 320x320x320mm
- lifting hinged cover with 2 quick acting closures
- fuses, control devices e.g. MCB, RCD, current 

indicator, ... under cover
- closed casing bottom with high ground clearance
- sockets protected by overhanging box cover
- stackable
- IP44 splashproof

- portable, handy solid-rubber distribution box
- ready wired for connection

- entry: high-flexible rubber cable

Solid-rubber distribution boxes - 
wall mounting

Series IMST
- handy, robust distribution box made of

shock-resistant polyamide
- dimensions: WxHxD = 197x200x197mm
- maximum rated current of 32A
- up to 8 sockets
- IP44 splashproof
- for assembly plants, electricians, ...
- stackable, with take-up device 

for the connecting cable

Series IMST
- robust distribution box made of

shock-resistant polyamide
- dimensions: WxHxD = 197x120x197mm
- maximum rated current of 32A
- up to 8 sockets
- window for up to 8 modules
- IP44 splashproof
- for assembly plants, electricians, ...

Series BRUCK
- solid-rubber enclosure, with protective roof
- dimensions = 370x370 mm
- bottom of box and cover connected with joint
- window for up to 18 modules
- ready wired for connection
- IP44 splashproof (IP67 on request)

Special designs - available on request!

Connection
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Plastic distribution boxes

Solid-rubber distribution boxes - mobile

PC Electric is specialized in assembling socket-outlet combinations for
use in industrial plants, exhibition centers, outdoor events, construction
sites, etc. Boxes are made of solid-rubber or high-quality thermopla-
stic material. Apart from the wide range of standard boxes, devlop-
ment of customer-specified solutions is our strength.

- compact design
- material: shock-resistant polycarbonate
- ready wired for connection
- for mounting in workshop halls ...

Series MOLLN

- dimensions: WxHxD = 330x397x165mm
- 16 modules under window
- IP44 splashproof, IP67 on request

Series LECH

- dimensions: WxHxD = 130x230x152mm
- 6 modules under window
- IP44 splashproof, IP67 on request

Series SÖLL

- dimensions: WxHxD = 297x504x186mm
- 2x13 modules under window
- IP44 splashproof, IP67 on request

Series ANIF

- dimensions: WxHxD = 222x320x140mm
- 10 modules under window
- IP44 splashproof, IP67 on request

Series STEYR
- dimensions: WxHxD = 430x72x115mm
- available with and without fuse
- IP44 splashproof

Series TRAUNSEE
- dimensions: WxHxD = 260x165x90mm
- available with and without fuse
- IP44 splashproof

with carrying-handle 
made of high-grade steel with 4 ring-bolts

Series SALZBURG
- solid-rubber enclosure, with protective roof
- dimensions = 298x370 mm
- bottom of box and cover connected with joint
- window for up to 14 modules
- ready wired for connection
- IP44 splashproof (IP67 on request)

- wall mounting
- mobile

Series SPITZ
- dimensions: WxHxD = 320x320x320mm
- lifting hinged cover with 2 quick acting closures
- fuses, control devices e.g. MCB, RCD, current 

indicator, ... under cover
- closed casing bottom with high ground clearance
- sockets protected by overhanging box cover
- stackable
- IP44 splashproof

- portable, handy solid-rubber distribution box
- ready wired for connection

- entry: high-flexible rubber cable

Solid-rubber distribution boxes - 
wall mounting

Series IMST
- handy, robust distribution box made of

shock-resistant polyamide
- dimensions: WxHxD = 197x200x197mm
- maximum rated current of 32A
- up to 8 sockets
- IP44 splashproof
- for assembly plants, electricians, ...
- stackable, with take-up device 

for the connecting cable

Series IMST
- robust distribution box made of

shock-resistant polyamide
- dimensions: WxHxD = 197x120x197mm
- maximum rated current of 32A
- up to 8 sockets
- window for up to 8 modules
- IP44 splashproof
- for assembly plants, electricians, ...

Series BRUCK
- solid-rubber enclosure, with protective roof
- dimensions = 370x370 mm
- bottom of box and cover connected with joint
- window for up to 18 modules
- ready wired for connection
- IP44 splashproof (IP67 on request)

Special designs - available on request!
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